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Steam Genie Operation

! caution

Steam Genie FOB

Red & Green Light

ON/OFF button

• When the Steam Genie FOB light is off, press the button 
once and the Steam Genie FOB light indicates if the 
steam is on or off. When you press the button, the light 
will momentarily twinkle between red and green. A red 
light indicates that the steam is off and a green light in-
dicates that the steam is on. If you are out of range, the 
lights will twinkle for about 5 seconds and then shut off.   

• To turn the steam on or off, press the ON/OFF button 
again while the light is illuminated. After a short delay 
the light will change from red to green (steam on) or 
green to red (steam off). 

• The light will stay illuminated for 10 seconds and then 
shut off. 

• A blinking red light indicates that an error condition 
exists in the steam generator. An error code will be 
displayed on your eTempo or eTempo/Plus control.  
Contact the Mr.Steam Technical Service Department  
at 800-76-STEAM (East coast) or 800-72-STEAM  
(West coast) for assistance or additional information.

	               The Steam Genie FOB  
may be used in the steam room.  
Do not submerge the Steam Genie FOB  
in water. Doing so may result in an  
inoperative or hazardous installation.
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Steam Genie Operation

• The Steam Genie interface module is connected 
to and mounted near your steam generator and 
normally does not require any attention.

• The 4 lights on the STEAM GENIE INTERFACE 
MODULE indicate the status of the steam generator 
that it is connected to. At least one light will be on 
to show you that the Steam genie Interface Module 
is operating.  

• If the red light is on, the steam cycle is off. If the 
green light is on, the steam cycle is on. 

• If the red light is blinking there is an error condi-
tion in the steam generator. An error code will be 
displayed on your eTempo or eTempo/Plus control.  
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STEAM OFF

STEAM ON

RF ACTIVITY

PAIRING

mr.steam
Adjust Address
Green LED blinks

address in pairing mode

Toggle Steam
Press and Hold to
enter pairing mode

Antenna

Mounting Holes

Connection to 
steam generator 

(on the side of Interface Module)

Toggle Steam
Button

Address
Button

Status
LEDs

Contact the Mr.Steam Technical Service Department 
at 800-76-STEAM (East coast) or 800-72-STEAM 
(West coast) for assistance or additional informa-
tion.

• The yellow light flashes to indicate when the ON/
OFF button on the STEAM GENIE FOB is pressed. 

• The blue light is on to indicate that you are in 
pairing mode. 

• While in pairing mode, the green light will continu-
ously flash the STEAM GENIE INTERFACE MODULE 
address (1-8).

• You can turn the generator on and off by pressing 
either button on the STEAM GENIE INTERFACE 
MODULE (while not in pairing mode).

Steam Genie Interface Module
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Pairing

•   The STEAM Genie FOB and STEAM Genie Interface 
Module come paired from the factory with address 
1. The Steam Genie FOB and Steam Genie Interface 
Module can be set to one of eight different ad-
dresses. 

•  Pairing is required if you have more than one 
steam generator in your home or if you experience 
interference from a neighbor’s steam generator.

•  You can determine the pairing of an Steam Genie 
FOB and STEAM Genie Interface Module by pressing 
and holding the ON/OFF button for 2 seconds. If 
you are within range of the Steam Genie Interface 
Module, the green light will flash from 1 to 8 times 
depending on the address. To change the address of 
the Steam Genie Interface Module, you must enter 
pairing mode. 

 •  To enter pairing mode, press and hold the Toggle-
Steam button on the Steam Genie Interface Module 
for 2 seconds until the blue indicator light comes 
on. The green indicator light will start flashing the 
current address every 4 seconds. Count from 1 to 
8 flashes.  To change the STEAM Genie Interface 
Module address press the Adjust-Address button. 
Observe that the flash increments from 1 to 8 and 
then back to 1 each time you press it.    

•  To change the address of the Steam Genie FOB, to 
match the address of the STEAM Genie Interface 
Module, press and hold the ON/OFF button while 
the STEAM GENIE INTERFACE MODULE is in pairing 
mode. You will see the new flash count on the Steam 
Genie FOB.    

•  To exit pairing mode, press the Toggle-Steam button 
on the  STEAM Genie Interface Module and observe 
that the blue light turns off. Pairing mode will 
automatically exit after 60 seconds.  

	 Note: The Steam Genie FOB and STEAM Genie 
Interface 	 Module address are maintained even 
when power is removed. 
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Battery Replacement

Your Steam Genie is equipped with a factory installed 
battery.  A replacement disk battery #CR2032 is available 
at most local drug stores.

To replace the battery:
1. Unscrew the 2 Philips head screws on the Steam Genie 

FOB case
2. Pry open the hinged case.
3. Carefully lift out the circuit board.
4. Slide out the old battery.
5. Slide in a new battery making sure that the + side 
is facing outwards (away from the circuit board).
6. Replace the circuit board in the case. Be sure the 

button 
is facing the right way or else the case will not close. 
7. Snap the case closed.
8. Test the remote.
9. Replace the 2 screws. 

Note: The Steam Genie FOB will remember its address 
when the battery is removed.

Case

                                          Battery                 

                  Circuit Board
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Installing the Steam Genie Holder

A holder is provided with the Steam Genie Control as 
an optional convenience.
Secure the holder to a wall so the Steam Genie is 
oriented as shown. 
Determine if the two screws provided are suitable for 
the installation conditions. Use alternate hardware 
or use with plastic anchors as required by installation 
conditions. 
Seal screw holes in the wall against moisture as 
required.

(2) Screws  
Provided

Steam Genie 
in holder



AromaSteam Steamhead
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Round or Square Steamhead Installation  
(1/2” NPT)

Step 1

Locate steam head 6 - 12 inches above floor, except for:
•	 Tub/shower enclosures, install 6 inches above tub 
	 top edge.
•	 For enclosures with acrylic or other non-heat resistant 

flooring install Acrylic Shield Part Number MS-103938.

Step 2

Install steamhead with the oil  well facing up as shown.  
Hand tightening is sufficient when teflon or equal pipe  
thread sealing compound is used.

IMPORTANT NOTE: to preserve steam head finish, do 
not use wrench or other tools to tighten. DO NOT use 
abrasive cleansers or chemicals. Use only water with 
mild soap and a non-abrasive sponge.

Step 3

Secure a bronze drop ear fitting to a header and run a 1/2” 
copper steamline from the steam generator to the drop ear 
fitting. Install a temporary nipple (6” or longer) in the drop ear 
fitting to locate the steamhead after the wall is finished.

Oil Well

1/8” minimum clearance 
required when Acrylic 
Shield is used. 
See Installation Instructions 
provided with Acrylic Shield

End of pipe to be recessed 
1/4” without Acrylic shield,
1/8” with Acrylic shield

Apply with silicone
or equal salant as

required for moisture seal.

Use Teflon or equal
sealant on pepe threads

Steam Supply Pipe

Installing the Round or Square AromaSteam Steamhead

IMPORTANT:  See the Installation and Operation Manual provided with the steam generator for additional 
important steamhead & control installation and operation information.

	 Consult with supplier of acrylic, fiberglass and other non-heat resistant enclosures for recommended 
steamhead location. Use Acrylic Shield part number MS-103938. See instructions provided with steam shield.

	 INSTALLER: Because the steam head and direct steam emissions are very hot, locate the 
steam head’ where incidental contact by bather with the steam head or direct steam emission cannot occur.

! caution

! caution
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Enjoy AromaSteam essential oils by placing a drop or two into 
your AromaSteam steamhead as shown in the attached illustra-
tion. Only use Mrsteam AromaSteam Essential Oils in a Mrsteam 
AromaSteam steam head, or any other equivalent oil deemed 
suitable for use in the Mrsteam AromaSteam steamhead. 

• Use essential oils with caution. Essential oils are for external 
use only. Keep out of reach of children. Essential oils are 
highly concentrated and are potent substances and should 
not be applied directly to the skin as they can be irritants. 
Use essential oils with caution. 

• Place the drops into the Mrsteam AromaSteam steam head 
recess prior to turning on the steambath. Do not place drops 
in a hot steam head as SERIOUS INJURY CAN RESULT IF YOU 
DO NOT FOLLOW THIS WARNING.

• Start with one drop to gauge strength and suitability. Limit 
to a maximum of a few drops during a steambathing session. 
Some people may find that the aroma makes them dizzy and 
the user should exit the steam bath IMMEDIATELY. If skin 
irritation occurs stop using the oils immediately. Remove any 
excess oil by washing in mild soap and water. If ingested, 
rinse mouth with water. Administer water or milk to dilute. 
Contact a physician immediately.

• Tightly close containers when storing oils. Keep away from 
sources of ignition.

Step 4

After the wall has been finished, mark on the nipple where 
the surface of the wall is. Remove the nipple and measure 
the portion that was in the wall (the end to your mark). 
Subtract 1⁄4” from that dimension and select a brass nipple 
of that length to finish the installation.

Step 5

Remove the locating nipple and install the steamhead 
by wrapping Teflon tape around the threads of the new 
nipple and screw the nipple into the steamhead. Do not use 
wrenches or tools which would damage the steamhead’s 
finish. Wrap teflon tape around the threads of the nipple and 
screw the nipple and steamhead assembly you just made into 
the drop ear fitting in the wall. The steamhead should be 
flush with the wall and the well must be facing up.

Locating Nipple

Steamhead
(with optional Acrylic Shield)

  Using MrSteam Essential Oils

! caution

AromaSteam 10 ml bottle 
with integrated dropper

Recess for 
Essential Oil

Steam 
emmission

slot
Steam emmission slot

AromaSteam
Steamhead
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